
BOECO SUNFLOWER MINI-SHAKER 3D
Mini-Shaker 3D with adjustable speed and constant angle of mixing. Very 
small and ideal for private diagnostics. Incl. black non-slip silicone mat.	
	
Specification:			
Kind of motion:			   three-dimensional orbital movement
Angle:			   7°
Speed range:			   50 - 60 rpm
Speed display:			   scale (min/max)
Platform size:			   215 x 215 mm
Overall size:			   235 x 235 x 140 mm
Max Loading:			   1 kg
Weight:			   1,2 kg
Power:			   12 V. DC 2,0A (External power adapter)

Code	 Description
BOE 8058000	 Sunflower Mini Shaker 3D, AC Adapter 
	 100-240V with Multi plug (EU, US, UK, AU)     
BOE 8050200	 Dimpled mat

BOECO VORTEX MIXER V1 PLUS	
Vortex mixer V1 plus with variable speed control. Continuous operation
as well as with automatic starter, triggered by pressing the attachment. Incl. 
standard attachment for test tubes up to 20 mm ø. 		
	
Specification:			
Kind of motion:		  orbital, 4 mm
Speed range:		  750 - 3000 rpm.
Time of acceleration:		  3 sec.
Tube’s capacity:		  1,5-50ml
Speed display:		  scale (min/max)
Switch:		  touch / continuous mode
Overall size:		  90 x 150 x 80 mm
Weight:		  0,8 kg 
Power:		  12 V. DC 2,0A (External power adapter)

Code	 Description
BOE 8055000	 Vortex mixer V1plus, AC Adapter 100-240V	
	 with Multi plug (EU, US, UK, AU)
	          

BOECO VORTEX MIXER V2H	
Heavy Vortex high speed mixer with brushless motor, digital display and 
optional attachments.		
	
Specification:			
Motor:		  brushless DC motor
Kind of motion:		  orbital, 4 mm
Speed range:		  300 - 4200 rpm. / speed accuracy: ± 10 rpm
Max. loading capacity:		  500 g
Display:		  digital speed / time setting
Switch:		  ON / OFF / Touch 
Pulse mode (default):		  vibration for  5 secs. than pause for 5 secs.
Pulse mode (programm)		  vibration time & pause time can be defined
		  by user between 1 to 99 secs.
Timer		  1 to 999 mins. & continuous mode
Overall size:		  205 x 136 x 138,5 mm
Weight:		  2,8 kg 
Power:		  external power adapter, 1.6A

Code	 Description
BOE 8062000	 Vortex mixer V2H, with standard Vortex cup 
	 AC adapter 100-240V, 50/60Hz
BOE 8062001	 Microplate/Microtube (20x1,5/2,0ml) attachment 
BOE 8062003	 Erlenmeyer flask attachment
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